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ELEVARO 337C 50 Hz

Strainer and Agitator Pump
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Weight : 115kg / 254 Ibs

Shaft Speed : 1450 rpm Solid Passage : 25 mm Outlet : 80mm, 3in
v v
OUTPUT HEAD FLOW
3.7 KW Rated : 10m, 33ft Rated : 11.7 I/s, 185 gpm
5 HP Max : 15m, 49ft Max : 21.7 I/s, 343 gpm

Electric Submersible Pumps
Pump Type

Type Induction Motor
Poles 4 Pole
Motor Insulation Class F
Protector Circle Thermal Protector
Starter D.O.L.

Lubricant Food Grade (ISO VG32)
Impeller Type Opened

Double Mechanical Seal
Shaft Seal
Silicon Carbide VS Ceramic / Carbon
Bearings C8 Shielded ball bearings
HO7BQF
Cable
Length: 20m (66ft) or longer upon request.
Pump Casing Ductile Iron
Impeller Chromium Iron
Motor Frame  Gray Iron
Materials Motor Shaft ~ Stainless Steel
Wear Plate Chromium Iron
Agitator Chromium Iron
Strainer Carbon Steel

Max. Liquid Temperature | 104°F (40°C)

Max. Submersion Depth  66ft (20m)

pH Range pHS5 -pH 8

Habermann Aurum Pumpen

www.habermann-aurum-pumpen.de



@ RAABERMANN AURUM ELEVARO 3370 50 Hz
PUMPEN Agitator Pump and Open Stand
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Shaft Speed : 1450 rpm Solid Passage : 25 mm Outlet : 80mm, 3in
) g
OUTPUT HEAD FLOW
3.7 KW Rated : 10m, 33ft Rated : 11.7 I/s, 185 gpm
5 HP Max : 15m, 49ft Max : 21.7 I/s, 343 gpm

P P

Electric Submersible Pumps
Pump Type

% Type Induction Motor
Poles 4 Pole
Motor Insulation Class F
Protector Circle Thermal Protector
Starter D.O.L.
Food Grade (ISO VG32)
Impeller Type Opened

Double Mechanical Seal
Shaft Seal
Silicon Carbide VS Ceramic / Carbon

Bearings C3 Shielded ball bearings

HO7BQF
Cable

Length: 20m (66ft) or longer upon request.

Pump Casing Ductile Iron

627

— 7 . Impeller Chromium Iron

Motor Frame  Gray Iron
Materials
Motor Shaft ~ Stainless Steel

266

Wear Plate Chromium Iron

Agitator Chromium Iron

Max. Liquid Temperature | 104°F (40°C)

Weight : 110kg / 243 Ibs Max. Submersion Depth  66ft (20m)

pH Range pH5 - pH 8

Habermann Aurum Pumpen www.habermann-aurum-pumpen.de



(54)) RBERMANN AURUM ELEVARO 355C 50 Hz
PUMPEN Strainer and Agitator Pump
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! Ty XK OUTPUT HEAD FLOW
5.5 kW Rated : 14m, 46ft Rated : 14.2 I/s, 224 gpm
7.5 HP Max : 21m, 69ft Max : 28.3 I/s, 449 gpm

PR P

Electric Submersible Pumps
Pump Type

0
Q
@ Type Induction Motor
Poles 4 Pole
Motor Insulation Class F
Protector Circle Thermal Protector
Starter D.O.L.
Impeller Type Opened
[ f 7 Double Mechanical Seal
Shaft Seal
Silicon Carbide VS Ceramic / Carbon
Bearings C3 Shielded ball bearings
HO7BQF
3 Cable
© Length: 20m (66ft) or longer upon request.
Pump Casing Ductile Iron
%@ == === C'iw"‘ Impeller Chromium Iron
t\ ‘K /‘ - Motor Frame  Gray Iron
Materials Motor Shaft ~ Stainless Steel
000 ® ®©® OO0 K
100 © © © 000 N Wear Plate Chromium Iron
00 ©C © © 000 v Chromium |
100 ® O © 0010 gitator romium iron
g ™ Strainer Carbon Steel

Max. Liquid Temperature | 104°F (40°C)
Weight : 131kg / 289 Ibs

Max. Submersion Depth  66ft (20m)

pH Range pH5-pH8

Habermann Aurum Pumpen www.habermann-aurum-pumpen.de
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Weight : 123kg / 271 Ibs

ELEVARO 3550

Agitator Pump and Open Stand

50 Hz
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T ELEVARO 35&

Shaft Speed : 1450 rpm Solid Passage : 25 mm Outlet : 80mm, 3in

a 4
OUTPUT HEAD FLOW
5.5 kW Rated : 14m, 46ft Rated : 14.2 I/s, 224 gpm
7.5 HP Max : 21m, 69ft Max : 28.3 I/s, 449 gpm

P P

Electric Submersible Pumps
Pump Type

Type Induction Motor
Poles 4 Pole
Motor Insulation Class F
Protector Circle Thermal Protector
Starter D.O.L.
Food Grade (ISO VG32)
Impeller Type Opened

Double Mechanical Seal
Shaft Seal
Silicon Carbide VS Ceramic / Carbon

C3 Shielded ball bearings

HO7BQF

Bearings

Cable

Length: 20m (66ft) or longer upon request.

Pump Casing Ductile Iron

Impeller Chromium Iron

Motor Frame  Gray Iron
Materials

Motor Shaft  Stainless Steel

Wear Plate Chromium Iron

Agitator Chromium Iron

Max. Liquid Temperature | 104°F (40°C)

Max. Submersion Depth  66ft (20m)

pH Range pH5 - pH 8

Habermann Aurum Pumpen

www.habermann-aurum-pumpen.de



AABERMANN AURUM

@ ELEVARO 437C 50 Hz
PUMPEN Strainer and Agitator Pump
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U JESFORCIC Shaft Speed : 1450 rpm Solid Passage : 25 mm QOutlet : 100mm, 4in
OUTPUT HEAD FLOW
3.7 KW Rated : 10m, 33ft Rated : 16.7 I/s, 264 gpm
5HP Max : 14m, 46ft Max : 30 I/s, 475 gpm
Electric Submersible Pumps
Pump Type
;
[sp}
Type Induction Motor
Poles 4 Pole
Motor Insulation Class F
Protector Circle Thermal Protector
Starter D.O.L.
l \ Impeller Type Opened
%j e - Double Mechanical Seal
7] | ] Shaft Seal
Silicon Carbide VS Ceramic / Carbon
Bearings C3 Shielded ball bearings
HO7BQF
. Cable rorecr |
«© Length: 20m (66ft) or longer upon request.
©
CW.L i R Pump Casing Ductile Iron
= [ [ \) || Impeller Chromium Iron
J Motor Frame  Gray Iron
r§ @©© 0 O = O Q Q)% Materials Motor Shaft ~ Stainless Steel
120969690%
0X0=®20X0 Wear Plate Chromium Iron
%O 0 Q) @ O 0 0 0)0)
Agitator Chromium Iron
: ‘ Strainer Carbon Steel

Max. Liquid Temperature | 104°F (40°C)

Max. Submersion Depth  66ft (20m)

pH Range pH5-pH 8

www.habermann-aurum-pumpen.de

Weight : 115kg / 254 Ibs

Habermann Aurum Pumpen



@ RAABERMANN AURUM ELEVARO 4370 50 Hz
PUMPEN Agitator Pump and Open Stand
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Shaft Speed : 1450 rpm Solid Passage : 25 mm Outlet : 100mm, 4in
> >
OUTPUT HEAD FLOW
3.7 KW Rated : 10m, 33ft Rated : 16.7 I/s, 264 gpm
5 HP Max : 14m, 46ft Max : 30 I/s, 475 gpm

Electric Submersible Pumps
Pump Type

Type Induction Motor
Poles 4 Pole
Motor Insulation Class F
Protector Circle Thermal Protector
Starter D.O.L.
Food Grade (ISO VG32)
Impeller Type Opened

Double Mechanical Seal
Shaft Seal
Silicon Carbide VS Ceramic / Carbon

Bearings C3 Shielded ball bearings

HO7BQF
Cable

[32]
o]
~ Length: 20m (66ft) or longer upon request.
N Pump Casing Ductile Iron
e CW.L
— 7 Impeller Chromium Iron
( | Motor Frame  Gray Iron
- Materials " — - |
§ ’(D@ 00 ® QOO otor Sha Stainless Stee
Wear Plate Chromium Iron

‘ rﬂ ", Agitator Chromium Iron
€ : Max. Liquid Temperature | 104°F (40°C)

Weight : 110kg / 243 Ibs Max. Submersion Depth  66ft (20m)

pH Range pH5 - pH 8

Habermann Aurum Pumpen www.habermann-aurum-pumpen.de



@ AABERMANN AURUM ELEVARO 455C 50 Hz

PUMPEN Strainer and Agitator Pump
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OUTPUT HEAD FLOW
5.5 kW Rated : 12m, 39ft Rated : 18.3 I/s, 290 gpm
7.5 HP Max : 18m, 57ft Max : 37.5 I/s, 594 gpm

PR P

Electric Submersible Pumps
Pump Type

Type Induction Motor
Poles 4 Pole
Motor Insulation Class F
Protector Circle Thermal Protector
Starter D.O.L.
Food Grade (ISO VG32)
Impeller Type Opened

Double Mechanical Seal
Shaft Seal
Silicon Carbide VS Ceramic / Carbon

Bearings C3 Shielded ball bearings

HO7BQF
Cable

826

Length: 20m (66ft) or longer upon request.

Pump Casing Ductile Iron

Impeller Chromium Iron

Motor Frame  Gray Iron

Materials Motor Shaft ~ Stainless Steel

Wear Plate Chromium Iron

100 ® O O 000 Agitator Chromium Iron
— o

Strainer Carbon Steel

Weight : 132kg / 291 Ibs Max. Liquid Temperature | 104°F (40°C)

Max. Submersion Depth  66ft (20m)
pH Range pH5-pH 8

Habermann Aurum Pumpen www.habermann-aurum-pumpen.de
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Weight : 124kg / 273Ibs

ELEVARO 4550

50 Hz

Agitator Pump and Open Stand

4 ELEVARO 455

Shaft Speed : 1450 rpm

Solid Passage : 25 mm Outlet : 100mm, 4in

N g g
OUTPUT HEAD FLOW
5.5 kW Rated : 12m, 39ft Rated : 18.3 I/s, 290 gpm
7.5 HP Max : 17.5m, 57ft Max : 37.5 I/s, 594 gpm

P P

Electric Submersible Pumps
Pump Type

Motor

Lubricant

Impeller Type

Type Induction Motor

Poles 4 Pole

Insulation Class F

Protector Circle Thermal Protector
Starter D.O.L.

Opened

Double Mechanical Seal
Shaft Seal

Bearings

Cable

Materials

Silicon Carbide VS Ceramic / Carbon

C3 Shielded ball bearings

HO7BQF

Length: 20m (66ft) or longer upon request.

Pump Casing Ductile Iron

Impeller Chromium Iron
Motor Frame  Gray Iron

Motor Shaft ~ Stainless Steel
Wear Plate Chromium Iron
Agitator Chromium Iron

Max. Liquid Temperature | 104°F (40°C)

Max. Submersion Depth  66ft (20m)

pH Range pH5 - pH 8

Habermann Aurum Pumpen

www.habermann-aurum-pumpen.de



@ ARBERMANN AURUM ELEVARO 475C 50 Hz
PUMPEN Strainer and Agitator Pump
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I' @0/ \Vve | Shaft Speed : 1450 rpm Solid Passage : 25 mm QOutlet : 100mm, 4in
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OUTPUT HEAD FLOW
7.5 kKW Rated : 14m, 46ft Rated : 20 I/s, 317 gpm
10 HP Max : 18.5m, 61ft Max : 41.3 I/s, 655 gpm

PR P

Electric Submersible Pumps
Pump Type

Type Induction Motor
Poles 4 Pole
Motor Insulation Class F
Protector Circle Thermal Protector
Starter D.O.L.
Impeller Type Opened

Silicon Carbide VS Ceramic / Carbon

Bearings C3 Shielded ball bearings

HO7BQF
Cable

826

Length: 20m (66ft) or longer upon request.

Pump Casing Ductile Iron

Impeller Chromium Iron
Motor Frame  Gray Iron
00O ® ®© OO0 Q Materials Motor Shaft  Stainless Steel
@@(@@@@@@@@@@@@%@ o Wear Plate Chromium Iron
0o ® O © 0010 Agitator Chromium Iron
‘ Wﬁ A : Strainer Carbon Steel

Weight : 132kg / 291 Ibs Max. Liquid Temperature | 104°F (40°C)

Max. Submersion Depth  66ft (20m)
pH Range pH5-pH 8

Habermann Aurum Pumpen www.habermann-aurum-pumpen.de




@ RAABERMANN AURUM ELEVARO 4750 50 Hz
PUMPEN Agitator Pump and Open Stand
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Shaft Speed : 1450 rpm Solid Passage : 25 mm QOutlet : 100mm, 4in
) g
OUTPUT HEAD FLOW
7.5 kKW Rated : 14m, 46ft Rated : 20 I/s, 317 gpm
10 HP Max : 18.5m, 61ft Max : 41.3 I/s, 655 gpm

P P

Electric Submersible Pumps
Pump Type

g
=
Type Induction Motor
Poles 4 Pole
Motor Insulation Class F
Protector Circle Thermal Protector
Starter D.O.L.
Impeller Type Opened
Double Mechanical Seal
Shaft Seal
Silicon Carbide VS Ceramic / Carbon
Bearings C3 Shielded ball bearings
HO7BQF
& Cable
© Length: 20m (66ft) or longer upon request.
Pump Casing Ductile Iron
L, T 1T TT 1 [ CWL .
7 TN = Impeller Chromium Iron
i* \ - Motor Frame  Gray Iron
Materials _
100D 0O 300 @U‘ Q Motor Shaft ~ Stainless Steel
= = N Wear Plate  Chromium Iron
/ ‘mh \ Agitator Chromium Iron

Max. Liquid Temperature | 104°F (40°C)

Weight : 124kg / 273lbs Max. Submersion Depth  66ft (20m)

pH Range pH5-pH8

Habermann Aurum Pumpen www.habermann-aurum-pumpen.de



@ AABERMANN AURUM ELEVARO 4110C 50 Hz

PUMPEN Strainer and Agitator Pump
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11 kW Rated : 16m, 52ft Rated : 25 I/s, 396 gpm

479
15 HP Max : 26m, 85ft Max : 51.6 I/s, 818 gpm

Electric Submersible Pumps
Pump Type

432

Type Induction Motor
Poles 4 Pole
Motor Insulation Class F
Protector Circle Thermal Protector
Starter D.O.L.

Lubricant Food Grade (ISO VG32)
Impeller Type Opened

Double Mechanical Seal
Shaft Seal
Silicon Carbide VS Ceramic / Carbon

Bearings C8 Shielded ball bearings

HO7BQF
Cable

Length: 20m (66ft) or longer upon request.

910

Pump Casing Ductile Iron
—~ ﬁﬁu = cwli Impeller Chromium Iron
17 N —
| | Motor Frame  Gray Iron
U /

Materials Motor Shaft  Stainless Steel

315

Wear Plate Chromium Iron

Agitator Chromium Iron

T ™ Strainer Carbon Steel

Max. Liquid Temperature | 104°F (40°C)

Max. Submersion Depth  66ft (20m)

pH Range pH5 -pH 8

Habermann Aurum Pumpen www.habermann-aurum-pumpen.de

Weight : 199kg / 439 Ibs




(%) AABERMANN AURUM
PUMPEN

A

(32]

<t
)
»

11 | | C'W'L

/‘/ \‘\‘—j

S 0
1000 @ ® Q000 §

Weight : 191kg / 4211bs

ELEVARO 41100

Agitator Pump and Open Stand

50 Hz
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Shaft Speed : 1450 rpm Solid Passage : 25 mm QOutlet : 100mm, 4in

> >
OUTPUT HEAD FLOW
11 kW Rated : 16m, 52ft Rated : 25 I/s, 396 gpm
15 HP Max : 26m, 85ft Max : 51.6 I/s, 818 gpm

P PR

Electric Submersible Pumps
Pump Type

Type Induction Motor
Poles 4 Pole
Motor Insulation Class F
Protector Circle Thermal Protector
Starter D.O.L.
Food Grade (ISO VG32)
Impeller Type Opened

Double Mechanical Seal
Shaft Seal
Silicon Carbide VS Ceramic / Carbon

C3 Shielded ball bearings

HO7BQF

Bearings

Cable

Length: 20m (66ft) or longer upon request.

Pump Casing Ductile Iron

Impeller Chromium Iron

Motor Frame  Gray Iron
Materials

Motor Shaft  Stainless Steel

Wear Plate Chromium Iron

Agitator Chromium Iron

Max. Liquid Temperature | 104°F (40°C)

Max. Submersion Depth  66ft (20m)

pH Range pH5-pH8

Habermann Aurum Pumpen

www.habermann-aurum-pumpen.de



@ AABERMANN AURUM ELEVARO 6110C 50 Hz
PUMPEN Strainer and Agitator Pump
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‘? Shaft Speed : 1450 rpm Solid Passage : 35 mm Outlet : 150mm, 6in
) 9 ® U ¢ < v
OUTPUT HEAD FLOW
11 kW Rated : 17m, 56ft Rated : 31.6 I/s, 502 gpm
479
15 HP Max : 22m, 72ft Max : 61.6 I/s, 977 gpm

PR P

Electric Submersible Pumps
Pump Type

432

Type Induction Motor
Poles 4 Pole
Motor Insulation Class F
Protector Circle Thermal Protector
Starter D.O.L.

Lubricant Food Grade (ISO VG32)
Impeller Type Opened

Double Mechanical Seal
Shaft Seal
Silicon Carbide VS Ceramic / Carbon

Bearings C8 Shielded ball bearings

HO7BQF
Cable

922

Length: 20m (66ft) or longer upon request.

Pump Casing Ductile Iron

Impeller Chromium Iron

Motor Frame  Gray Iron

Materials Motor Shaft ~ Stainless Steel

315

Wear Plate Chromium Iron

Agitator Chromium Iron

Strainer Carbon Steel

Weight : 200kg / 441 Ibs Max. Liquid Temperature | 104°F (40°C)

Max. Submersion Depth  66ft (20m)
pH Range pH5-pH 8

Habermann Aurum Pumpen www.habermann-aurum-pumpen.de
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ELEVARO 61100

Agitator Pump and Open Stand

50 Hz
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ELEVARO 6110
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Weight : 192kg / 423Ibs

Shaft Speed : 1450 rpm Solid Passage : 35 mm Outlet : 150mm, 6in

\ 4
OUTPUT HEAD FLOW
11 kW Rated : 17m, 56ft Rated : 31.6 I/s, 502 gpm
15 HP Max : 22m, 72ft Max : 61.6 I/s, 977 gpm

P PR

Electric Submersible Pumps
Pump Type

Type Induction Motor
Poles 4 Pole
Motor Insulation Class F
Protector Circle Thermal Protector
Starter D.O.L.
Food Grade (ISO VG32)
Impeller Type Opened

Double Mechanical Seal
Shaft Seal
Silicon Carbide VS Ceramic / Carbon

C3 Shielded ball bearings

HO7BQF

Bearings

Cable

Length: 20m (66ft) or longer upon request.

Pump Casing Ductile Iron

Impeller Chromium Iron

Motor Frame  Gray Iron
Materials

Motor Shaft  Stainless Steel

Wear Plate Chromium Iron

Agitator Chromium Iron

Max. Liquid Temperature | 104°F (40°C)

Max. Submersion Depth  66ft (20m)

pH Range pH5 - pH 8

Habermann Aurum Pumpen

www.habermann-aurum-pumpen.de



@ AABERMANN AURUM ELEVARO 6150C 50 Hz

PUMPEN Strainer and Agitator Pump
m
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Iy , ‘ ¢ Shaft Speed : 1450 rpm Solid Passage : 35 mm Outlet : 150mm, 6in
/) D@ ¢ - -
OUTPUT HEAD FLOW
15 kW Rated : 20m, 66ft Rated : 35 I/s, 554 gpm
20 HP Max : 30.5m, 100ft Max: 71.61/s, 1135 gpm

Electric Submersible Pumps
Pump Type

Type Induction Motor
Poles 4 Pole
Motor Insulation Class F
Protector Circle Thermal Protector
Starter D.O.L.

Lubricant Food Grade (ISO VG32)
Impeller Type Opened

Double Mechanical Seal
Shaft Seal
Silicon Carbide VS Ceramic / Carbon

Bearings C8 Shielded ball bearings

HO7BQF
Cable

922

Length: 20m (66ft) or longer upon request.

Pump Casing Ductile Iron

Impeller Chromium Iron

Motor Frame  Gray Iron

Materials Motor Shaft  Stainless Steel

Wear Plate Chromium Iron

315

Agitator Chromium Iron

Strainer Carbon Steel

Max. Liquid Temperature | 104°F (40°C)

Max. Submersion Depth  66ft (20m)

pH Range pH5 -pH 8

Habermann Aurum Pumpen www.habermann-aurum-pumpen.de

Weight : 208kg / 459 Ibs




@ RAABERMANN AURUM ELEVARO 6150L 50 Hz
PUMPEN Agitator Pump and Open Stand
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Shaft Speed : 1450 rpm Solid Passage : 35 mm QOutlet : 150mm, 6in
) )
OUTPUT HEAD FLOW
15 kW Rated : 16m, 52ft Rated : 50 I/s, 795 gpm
20 HP Max : 23m, 75ft Max : 91.6 I/s, 1452 gpm

P P

Type Induction Motor
Poles 4 Pole
Motor Insulation Class F
Protector Circle Thermal Protector
Starter D.O.L.
Food Grade (ISO VG32)
Impeller Type Opened

Double Mechanical Seal

Bearings C3 Shielded ball bearings

HO7BQF
Cable

— ' i Shaft Seal
% Silicon Carbide VS Ceramic / Carbon
I

)
o \ Length: 20m (66ft) or longer upon request.
o Pump Casing Ductile Iron
— - cw.L .
/‘/ \‘ \‘ — Impeller Chromium Iron
Motor Frame  Gray Iron
L NEEY A Materials .y
b@@ 00D DO @@Q § Motor Shaft  Stainless Steel
: ! Wear Plate Chromium Iron
7 E Agitator Chromium Iron
Max. Liquid Temperature | 104°F (40°C)
Weight : 201kg / 443lbs Max. Submersion Depth  66ft (20m)

pH Range pH5 - pH 8

Habermann Aurum Pumpen www.habermann-aurum-pumpen.de
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ELEVARO 61500

Agitator Pump and Open Stand

50 Hz
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Weight : 201kg / 443lbs

O wWw o ©
|

m3/h

Shaft Speed : 1450 rpm

Solid Passage : 35 mm QOutlet : 150mm, 6in

> g
OUTPUT HEAD FLOW
15 kW Rated : 20m, 66ft Rated : 35 I/s, 554 gpm
20 HP Max : 30.5m, 100ft Max : 71.6 I/s, 1135 gpm
Electric Submersible Pumps
Pump Type
Type Induction Motor
Poles 4 Pole
Motor Insulation Class F
Protector Circle Thermal Protector
Starter D.O.L.

Impeller Type

Double Mechanical Seal
Shaft Seal

Opened

Silicon Carbide VS Ceramic / Carbon

Bearings C3 Shielded ball bearings
HO7BQF
Cable
Length: 20m (66ft) or longer upon request.
Pump Casing Ductile Iron
Impeller Chromium Iron
Motor Frame  Gray Iron
Materials
Motor Shaft  Stainless Steel
Wear Plate Chromium Iron
Agitator Chromium Iron

Max. Liquid Temperature | 104°F (40°C)

Max. Submersion Depth  66ft (20m)

pH Range pH5 - pH 8

Habermann Aurum Pumpen

www.habermann-aurum-pumpen.de
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ELEVARO 6220C 50 Hz

Strainer and Agitator Pump
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Weight : 357kg / 787Ibs

Shaft Speed : 1450 rpm Solid Passage : 30 mm Outlet : 150mm, 6in

N g )
OUTPUT HEAD FLOW

22 kW Rated : 24m, 79ft Rated : 46.6 I/s, 739 gpm

30 HP Max : 30m, 98ft Max : 83.3 I/s, 1320 gpm

P

Electric Submersible Pumps
Pump Type

Type Induction Motor
Poles 4 Pole
Motor Insulation Class F
Protector Circle Thermal Protector
Starter D.O.L.
Food Grade (SO VG32)
Impeller Type Opened

Double Mechanical Seal
Shaft Seal
Silicon Carbide VS Ceramic / Carbon
Bearings C8 Shielded ball bearings
HO7BQF
Cable
Length: 20m (66ft) or longer upon request.
Pump Casing Ductile Iron
Impeller Chromium Iron
Motor Frame  Gray Iron
Materials Motor Shaft ~ Stainless Steel
Wear Plate Chromium Iron
Agitator Chromium Iron
Strainer Carbon Steel

Max. Liquid Temperature | 104°F (40°C)

Max. Submersion Depth  66ft (20m)

pH Range pHS5 -pH 8

Habermann Aurum Pumpen

www.habermann-aurum-pumpen.de
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Weight : 345kg / 761lbs

ELEVARO 62200 50 Hz

Agitator Pump and Open Stand
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Shaft Speed : 1450 rpm Solid Passage : 30 mm QOutlet : 150mm, 6in
OUTPUT - HEAD - FLOW
22 kW Rated : 24m, 79ft Rated : 46.6 I/s, 739 gpm
30 HP Max : 30m, 98ft Max : 83.3 I/s, 1320 gpm
- o~

Electric Submersible Pumps
Pump Type

Type Induction Motor
Poles 4 Pole
Motor Insulation Class F
Protector Circle Thermal Protector
Starter D.O.L.

Lubricant Food Grade (ISO VG32)
Impeller Type Opened

Double Mechanical Seal
Shaft Seal
Silicon Carbide VS Ceramic / Carbon

Bearings C3 Shielded ball bearings

HO7BQF
Cable

Length: 20m (66ft) or longer upon request.

Pump Casing Ductile Iron

Impeller Chromium Iron

Motor Frame  Gray Iron
Materials

Motor Shaft  Stainless Steel

Wear Plate Chromium Iron

Agitator Chromium Iron

Max. Liquid Temperature | 104°F (40°C)

Max. Submersion Depth  66ft (20m)

pH Range pH5-pH 8

Habermann Aurum Pumpen

www.habermann-aurum-pumpen.de



@ AABERMANN AURUM ELEVARO 8220C 50 Hz
PUMPEN Strainer and Agitator Pump

LEVARO 8220
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22 KW Rated : 18m, 59ft Rated : 63.3 I/s, 1003 gpm
30 HP Max : 24m, 79ft Max : 108.3 I/s, 1716 gpm
o o
© Electric Submersible Pumps
2 Pump Type
Type Induction Motor
Poles 4 Pole
Motor Insulation Class F
Protector Circle Thermal Protector
Starter D.O.L.

Lubricant Food Grade (ISO VG32)
Impeller Type Opened

Double Mechanical Seal
Shaft Seal
Silicon Carbide VS Ceramic / Carbon

Bearings C3 Shielded ball bearings

HO7BQF

Length: 20m (66ft) or longer upon request.

1172

Pump Casing Ductile Iron

Impeller Chromium Iron

Motor Frame  Gray Iron

Materials Motor Shaft ~ Stainless Steel

1 [ /)
3 @0 0 4 o =4 o) 00) Wear Plate Chromium Iron
3 0x O ORO
O 0) = S} = 0] 00) . )
02 O ® 0O 20 Agitator Chromium Iron
1°0° @ © 0%
Strainer Carbon Steel

Max. Liquid Temperature | 104°F (40°C)

Max. Submersion Depth  66ft (20m)

pH Range pH5 - pH 8

Habermann Aurum Pumpen www.habermann-aurum-pumpen.de

Weight : 367kg / 809Ibs




@ RAABERMANN AURUM ELEVARO 82200 50 Hz
PUMPEN Agitator Pump and Open Stand
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Shaft Speed : 1450 rpm Solid Passage : 40 mm Outlet : 200mm, 8in
g g
OUTPUT HEAD FLOW
592 22 KW Rated : 18m, 59ft Rated : 63.3 I/s, 1003 gpm
30 HP Max : 24m, 79ft Max : 108.3 I/s, 1716 gpm
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Type Induction Motor
Poles 4 Pole
Motor Insulation Class F
Protector Circle Thermal Protector
Starter D.O.L.
Food Grade (ISO VG32)
Impeller Type Opened

mym n: I o Sl Double Mechanical Seal
aft Sea
L Silicon Carbide VS Ceramic / Carbon

Bearings C3 Shielded ball bearings

HO7BQF
Cable

1166

Length: 20m (66ft) or longer upon request.

W@\s\:z CL Pump Casing Ductile Iron

947

cw.L H—— Impeller Chromium Iron

- [ - Motor Frame  Gray Iron
N— I Materials

k Motor Shaft ~ Stainless Steel
10OOOOO000

:N

376

Wear Plate Chromium Iron

Agitator Chromium Iron

- Max. Liquid Temperature | 104°F (40°C)

Weight : 355kg / 783lbs Max. Submersion Depth  66ft (20m)

pH Range pH5-pH8

Habermann Aurum Pumpen www.habermann-aurum-pumpen.de





